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24Vdc @ 1.2A
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Cooling Fan

120V 0.9A 500 cfm

47K 1/2W

L.........Auxilliary switch mounted on left hand side

CEn.......Coil lead

Operation

2)  Close switch by momentarily closing "RESET" while holding "DUMP1" & "DUMP2" closed.
3)  Open switch by momentarily opening "DUMP1" or "DUMP2".

Notes
1)  Closing switch automatically cocks "opening" mechanism.

1)  Apply 120Vac control power to cock "closing" mechanism.
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*2)  C425 is multi insulated shielded pairs in single cable
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TC........Shunt trip coil

UV........Under voltage device (trip or lock open)

LS-2......Limit switch contact open when springs are discharged,

MLn.......Motor lead

R.........Auxilliary switch mounted on right hand side

X.........Closing latch release coil

Y.........Control relay lockout coil
Y-1.......Normally open rely contact
Y-2.......Normally closed relay contact

CB1.......Potter and Brumfield W9X112-15

a........Auxilliary switch contact open when breaker is open
b........Auxilliary switch contact closed when breaker is open

open when springs are charged.
LS-1,LS-3.Limit switch contact closed when springs are discharged,

closed when springs are charged

a........Auxilliary switch contact open when breaker is open
b........Auxilliary switch contact closed when breaker is open

Bus A         

KC,KT,KP..Potter and Brumfield KHP17D11

..... Terminal Block

..Knife blade wire disconnects

CB1 Potter & Brumfield W91X112-15

D1,D2,D3..1N4002

Dump switch contacts

ABB type FBK-S-8000

Energizing TC or UV opens switch

for 8000 Amp capacity
two 4000 Amp poles in parallel
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Bus A1        
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Gnd           

Bus B         

Dump Switch - ABB Power Dist. Inc.
FBK-S-8000 See installation/maintenance instr.

RG-58

to Dump Resistor center tap.
Coax shield not-connected at Dump Resistor.

Coax center conductor connected

C427

90.9K

Dump Resistor Voltage Monitor
This 25:1 divider uses
the 680K Ohm input resistance
of the PLC A/D to complete the circuit

DumpResV+

0.068UF60.4K

Dump Resistor Mech. Dwg.
Dwg. #3823-111-ME-330100

5K 25W

499K

0.024

0.022UF

Gnd           

Bus B         

499K

0.022UF
90.9K

DumpResV-

NC

DumpResV+
DumpResV-
Shield

Note: 0.022UF and 0.068UF Caps
are installed at endrack
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